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Foreword 

The Common Market for Eastern and Southern Africa (COMESA) was established in 1994 as a 
regional economic grouping consisting of 20 member states after signing the co-operation Treaty. 
In Chapter 15 of the COMESA Treaty, Member States agreed to co-operate on matters of 
standardisation and Quality assurance with the aim of facilitating the faster movement of goods 
and services within the region so as to enhance expansion of intra-COMESA trade and industrial 
expansion. 

Co-operation in standardisation is expected to result into having uniformly harmonised standards. 
Harmonisation of standards within the region is expected to reduce Technical Barriers to Trade 
that are normally encountered when goods and services are exchanged between COMESA 
Member States due to differences in technical requirements. Harmonized COMESA Standards 
are also expected to result into benefits such as greater industrial productivity and 
competitiveness, increased agricultural production and food security, a more rational exploitation 
of natural resources among others. 

COMESA Standards are developed by the COMESA experts on standards representing the 
National Standards Bodies and other stakeholders within the region in accordance with 
international procedures and practices. Standards are approved by circulating Final Draft 
Harmonized Standards (FDHS) to all member states for a one Month vote. The assumption is 
that all contentious issues would have been resolved during the previous stages or that an 
international or regional standard being adopted has been subjected through a development 
process consistent with accepted international practice. 

COMESA Standards are subject to review, to keep pace with technological advances. Users of 
the COMESA Harmonized Standards are therefore expected to ensure that they always have the 
latest version of the standards they are implementing. 

This COMESA standard is technically identical to ISO 8904:1990, Broadleaved sawn timber — 
Sizes — Methods of measurement. 



A COMESA Harmonized Standard does not purport to include all necessary provisions of a contract. 
Users are responsible for its correct application. 
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Foreword 

ISO (the International Organization for Standardization) is a worldwide 
federation of national standards bodies (ISO member bodies). The work 
of preparing International Standards is normally carried out through ISO 
technical committees. Each member body interested in a subject for 
which a technical committee has been established has the right to be 
represented on that committee. International organizations, govern- 
mental and non-governmental, in liaison with ISO, also take part in the 
work. ISO collaborates closely with the International Electrotechnical 
Commission (lEC) on all matters of electrotechnical standardization. 

Draft International Standards adopted by the technical committees are 
circulated to the member bodies for voting. Publication as an Inter- 
national Standard requires approval by at least 75% of the member 
bodies casting a vote. 

International Standard ISO 8904 was prepared by Technical Committee 
ISO/TC 55, Sawn timber and sawlogs. 
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1 Scope 

This International Standard specifies the methods 
of measurement of the length, width, thickness and 
volume of broadleaved sawn timber. 

It is applicable to unplaned, square-edged and un- 
edged broadleaved sawn timber. 

2 Normative reference 

The following standard contains provisions which, 
through reference in this text, constitute provisions 
of this International Standard. At the time of publi- 
cation, the edition indicated was valid. All standards 
are subject to revision, and parties to agreements 
based on this International Standard are encour- 
aged to investigate the possibility of applying the 
most recent edition of the standard indicated below. 
Members of lEC and ISO maintain registers of cur- 
rently valid International Standards. 

ISO 1032:1974, Coniferous sawn timber — Sizes — 
Terms and defmitions. 

3 Definitions 

For the purposes of this International Standard, the 
definitions given in ISO 1032 apply. 

4 IViethods of measurement 

4.1 The length of sawn timber shall be measured 
as the minimum distance between its ends, which 
are sawn (conventionally) perpendicularly to the 
longitudinal axis of the sawn timber. 



4.2 The width of sawn timber shall be measured 
as follows: 

a) for square-edged sawn timber with parallel 
edges: at any place along the length of sawn 
timber where there is no wane, but not less than 
150 mm from one of the ends; 

b) for square-edged sawn timber with tapered 
edges: at the mid-length of the face of sawn tim- 
ber and at a place where there is no wane; 

c) for unedged sawn timber: on both faces, in the 
middle of the sawn timber length; the width shall 
be determined as the average of the widths of 
both faces. The bark shall be disregarded when 
measuring the width; 

d) for unedged sawn timber of thickness less than 
40 mm: along the narrower of the two faces in 
the middle of the sawn timber length. 

Quantities shall be rounded off to the nearest mul- 
tiple of 10 mm. 

4.3 The thickness of sawn timber may be meas- 
ured at any place along the length of the sawn tim- 
ber, but not less than 150 mm from one of the ends. 

4.4 The volume of each piece of sawn timber shall 
be calculated as the product of the nominal thick- 
ness, nominal width and nominal length of the sawn 
timber, expressed in the same units of measure- 
ment. 

4.5 The volume of a lot of sawn timber shall be 
calculated to the nearest of 0,001 m^. 
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